GENERAL NOTES

. ANY REFERENCE TO A STANDARD IN THESE PLANS SHALL BE INTERPRETED TO MEAN
THE EDITION AS INDICATED BY THE SUB NUMBER tISTED IN THE INDEX OF SHEETS OR
THE COPY OF THE STANDARD INCLUDED IN THESE PLANS,

2. IN ADDITION TO FIELD SURVEYS, PLAN DIMENSIONS ARND DETAILS RELATIVE 10 THE
EXISTING FACILITIES HAVE BEEN TAKEN FROM EXISTING PLANS AND ARE SUBJECT TQ
CONSTRUCTION VARIATIONS. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO VERIFY
SUCH DIMENSIONS AND DETAILS IN THE FIELD. SUCH VARIATIONS SHALL NOT BE A CAUSE FOR
ADDITIONAL COMPENSATION DUE 7O A CHANGE IN THE SCOPE OF WORK; HOWEVER, THE
g?g”f?;{g’f.?% \':V%EKBE PAIQ FOR THE QUANTITY ACTUALLY FURNISHED AT THE UNIT PRICE
H -

. ACCESS TO ALL ENTRANCES AND SIDE ROADS SHALL BE MAINTAINED AT ALL TIMES.

4. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING UTILITY PROPERTY FROM CONSTRUCTION
CPERATIONS, AS OUTLIMED IN ARTICLE 107.31 OF THE STANDARD SPECIFICATIONS., THE JJLLLE.
NUMBER 1% 1-B00-8%2-0123. A MINIMUM OF 48 HOURS ADVANCE NOTICE IS REQUIRED.

5. THE THICKNESS OF SBITUMINOUS MIXTURES SHOWN ON THE PLANS IS THE NOMINAL THICKNESS,
DEVIATIONS FROM THE HOMINAL THICKNESS WILL BE PERMITTED WHEN SUCH DEVIATIONS OCCUR
DUE TO IRREGULARITIES IN THE £XISTING SURFACE OR BASE ON WHICH THE BITUMINOUS
MIXTURE % FLACED,

6, ALL SAW €UTS, NECESSARY TO COMPLETE THE WORK DETAILED I THESE PLANS, SHALL BEL INCLUDED IN THE
COST FOR THE VARIOUS PAY [TEMS INVOLVED, THE MINIMUM SAW CUT DEPTH IN THE PAVEMENT SHALL BE | tr2 ~
UNLESS OTHERWISE SPECIFIED IN A DETAIL SHOWN IN THE PLANS.

7. UNLESS DIRECTED BY THE ENGINEER, PAVEMENT MARKING LINCS SHALL NCGT BE LAID DIRECTLY OVER A
LONGITUDINAL CRACK OR JOINT MNOR OVER A TAR OR ASPHALT PAINTED LINE. THE EDGE OF A CENTERLINE OR
LANE LINE SHALL BE OFFSET A MINIMUM DISTANCE OF 2 FROM A LONGITUDINAL CRACK OR JOINT, EDGE LINES
SHALL BE APPROXIMATELY 2 FROM THE EDGE LINE OFf PAVEMENT. SEE SECTION 780 OF THE STANDARD
SPECIFICATIONS FOR TRAFFIC CONTROL ITEMS,

8. NG FASSING ZONES TO BE FIELD VERIFIED BY YHE BUREAU OF QPERATIONS, THE RESIDENT ENGINEER SHALL
NOTIFY THE BUREAU OF OPERATIONS AT LEAST 14 DAYS PRIOR TO PLACEMENT OF FINAL PERMANENT PAVEMENT
MARKING. (PM: 217-7B5-~8312)

9. THE FOLLOWING RATES OF APPLICATION HAVE BEEM USED TO CALCULATE THE PLAN OUANTITIES:

L

BITUMINOUS MATERIALS (PRIME COAT) 0.00038 TON/SD. YD, ION PAVEMENT)

BITUMINOUS MATERIALS (PRIME £0AT: 0.001425 TONSSO, YD, (ON AGGY

AGGREGATE PRIME CDAT 2,002 TON/SO. YO

FITUMINOUS CONCRETE SURFACE 7 BINDER 0.056 TON/S0, YD, PER 1

AGGREGATE MATERIAL 2.05 TONSCU. YD, e DISTRICT S:{X
10, THE EXISTING ROAD SIGNS THAT INTERFERE WITH CONSTRUCTION witt 8E REMOVED OR RELOCATED AS - Wineticsie: o e

DIRECTED BY THE ENGINEER, AFTER THE CONSTRUCTION [S COMPLETED, THE CONTRACTOR WILL REPLACE THE - ’ : : ’

SIONS AS DIRECTED BY THE ENGINEER. THIS WORK WILL NOT BE PAID SEPARATELY BUT SHALL BE COMSIDERED

INCLUDED IN THE CONTRALT, AND NO COMPENSATION WILL BE ALLOWED. EXAMNED sz/a 3>
11. TSEESA;OQ%&E?E:?R&?A%EBé\)?fESTRgEAg? B(EF;‘ESE:}T?) i\?EEE?;EgN ESTIMATED QUANTITY OF 100 TONS HAS BEEN - . ) wa 20 !q‘
A 1 Ul W 4 (
f MJ@/ - L. YA Lo
OPERATIONS ENGINEER j

i. THE RESIDENT ENGINEER SHALL COMTACT STUDIES & PLANS CONCERMING ANY MAJOR .
PLAN CHANCE, TO MAKE SURE NO PREVIOUS COMMITMENTS (NOT LISTED! WERE MADE EXAMINED
AFFECTING THE DESIGN AND ALLGW AN IMPROVED DESIGN FOR FUTURE PROJECTS. )
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THE FOLLOWING MIXTURE RECGUIREMENTS ARE APPLICABLE FOR THIS PROJECT:

MIXTURE USE(S): HMA SURFACE CCURSE [HMA BASE COURSE
PC: PG g4-22 PG 84-22
DESIGN AIR VOIDS: 4. 04 @ N 50¢ 4,04 @ N B0

MIXTURE COMPOSTTION:
( GRADATION MIXTURE)

It 9.5 L 1%.9
FRICTION AQGREGATE: MIX ¢ NAA
QUALTTY MANAGEMENT GL/ QA QC/ GA
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